BRIEFCASE BLUES
Backline Rider (rev. Dec-2011)

1. BASS EQUIPMENT REQUIREMENTS

PREFERRED AMPS
e AMPEG SVT (all tube)
e EDENVT300B
e EDENWTB800

SPEAKER CABINETS:
Either a couple of 4x10 cabs or the AMPEG SVT
8X10 cab

(2) 4X10 (AMPEG, EDEN, SWR)
(1) AMPEG 8X10

Artist will provide own pedals, instrument cords and
additional equipment.

2. KEYBOARD EQUIP. REQUIREMENTS

Two keyboards, one placed above the other on a
two-tier keyboard stand.

The keyboard stand may be "X"-style, or "Z"-style,
or "Column"-style. | prefer that the upper keyboard
tier be tilt-angle adjustable as well as height
adjustable above the lower keyboard.

A height-adjustable drummer's throne will also be
required.

UPPER KEYBOARD: (Hammond B-3 simulator)
the following are suitable selections:

PREFERRED >>> Roland VK 7
Roland VK 8
Korg CX3

1.
2.
3.
4.) Hammond XK3

~— — — —

NB: This keyboard MUST have a volume pedal!!l

LOWER KEYBOARD: 88 note digital stage
keyboard with weighted key action (like a piano).

e MUST have a sustain pedal.
e Must be able to produce Grand Piano

sounds as well as Electric Piano sounds
(i.e.: "Fender Rhodes" and/or "Wurlitzer").

3. GUITAR EQUIPMENT REQUIREMENTS

These amps, or their equivalents, are preferred.

FENDER TWIN
FENDER DEVILLE
EV CLASSIC 50

Guitarist will provide his own pedals, instrument
cords and additional equipment.

DRUM EQUIPMENT REQUIREMENTS

4 PIECE KIT
(preferred DW or YAMAHA):

14”X5"%2” snare

20”x16” kick

10”x12” ride tom

14”x16” floor tom

22” Zildjan A ride cymbal

14” Zildjan thin crash cymbal
16” Zildjan thin crash cymbal
14” hi-hat

Drum mic preferences:

AKG D112 for kick
Shure SM57s on all other hardware

ADDITIONAL REQUIREMENTS:

e SEVEN (7) MUSIC STANDS



